
Safety design: According to the •	
recent 3rd edition of IEC 60601-1
Touch screen no buttons•	
Safe for patient and clinical staff•	
Simple maintenance•	
Computerized memory•	
Quiet•	

Hpm™ Tourniquet 800
Art.no.
800-20 singel
800-21 singel, without battery
800-40 double
800-41 double, without battery

Hpm™ Tourniquet 800-series 

Modern design•	
Intuitive user interface, easy to use•	
Small and light weight•	
Possible to customize settings•	
Printer option•	
Self test during start up•	
Easy to clean•	

’I always had to 
sneeze while 

handling 
medication’

 - social service sector employee from ’de Hoge Hop’

For patient safety use our new modern tourniquet 
with touch screen and intuitive interface to 

minimize risk for handling errors.
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Hammarplast Medical AB
Västberga Allé 36 B,  SE-126 30 Hägersten, Sweden

 Tel +46 (0)510 - 618 80 
  Fax +46 (0)8 726 90 29
info@hammarplast.se

 www.hammarplastmedical.com



800-20 800-40 800-21 800-41
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Dimension 
(mm)

195 200 145 195 200 145 195 200 145 195 200 145

Class & Type Class 1, 
Type B

Class 1, 
Type B

Class 1, 
Type B

Class 1, 
Type B

Line power 100-240 
VAC

100-240 
VAC

100-240 
VAC

100-240 
VAC

Port/Cuff 
connector

CPC 2 x CPC CPC 2 x CPC

Cuff pressure 50-550 
mmHg

50-550 
mmHg

50-550 
mmHg

50-550 
mmHg

Elapsed time 0-16 
hours

0-16 
hours

0-16 
hours

0-16 
hours

Regulation 5 mmHg 5 mmHg 5 mmHg 5 mmHg

Weight 2,5 kg 2,5 kg 2,5 kg 2,5 kg

Battery capacity  
safe mode

9 hours 9 hours 90  
minutes

90  
minutes

Battery capacity
regulating

4 hours 4 hours --- ---

Inflate time 5
seconds

5
seconds

5
seconds

5
seconds

Printer interface USB USB USB USB

Accessories:
Mobile stand with basket, •	 Art.no. 400-45
Clamp for mounting the tourniquet to the mobile stand, adjustable 0-37 mm. •	 Art.no. 800-25
Cuffs, straight and conical, in 18 different sizes. See separate broschure.•	
Disposable cuffs, straight and conical, in 18 sizes. See separat broschure.•	
Printer•	


